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For DG1.0
NOTES:
1. MATERIAL:

1.1   HOUSING : HIGH TEMPERATURE THERMOPLASTIC,UL94V-0,BLACK;
1.2   CONTACT : HIGH STRENGTH COPPER ALLOY;
1.3   SOLDER BALL : Sn/Ag/Cu, LEAD-FREE;
1.4   CAP :  HIGH TEMPERATURE THERMOPLASTIC,UL94V-0,GRAY;

2. FINISH:
CONTACT: MINIMUM GOLD THICKNESS OF 30uin AND MINIMUM NICKEL THICKNESS
OF 50uin. NICKEL IS TO BE PLATED ALL OVER EACH CONTACT AND GOLD IS TO BE
PLATED ON THE CONTACT TIP. 50 uin MIN TIN PLATING  ON SOLDER TAIL;

4. HSF COMPLIANT ( RoHS,HF );
5. DATE CODE: X  XX X  X  X  XXXX

3. PERFORMANCE
1. Voltage: 5V
2. Current: 1A max. per individual contact.
3. Dielectric Withstand Voltage: 360 Volts RMS
4. Insulation Resistance: 800 MOhms
5. Durability: 30 Cycles
6. Operating Temperature: -40 °C~100 °C
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ZONE 1：BOLSTER PLATE ZONE
NO COMPONENT PLACEMENT ALLOWED
0.0MM HEIGHT RESTRICTION

KOZLEGEND

ZONE 2：PRIMARY SIDE COMPONENT PLACEMENT ZONE
MAX COMPONENT SIZE 1.5MM

ZONE 4：NO COMPONENT PLACEMENT ALLOWED
0.0MM HEIGHT RESTRICTION

ZONE 3：SOCKET CAVITY
1.22MM HEIGHT RESTRICTION
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PRODUCT NUMBER NOTE:

A

PRODUCT SERIAL NUMBER
C: TRAY

P: HF COMPLIANT
TYPE SERIAL NUMBER
CPU SOCKET TYPE
FINISHED PRODUCT

P XXXXXFIZ -

For DG1.0

X X X X X

C: CONNECTOR
S: SERVER

Storage Requirements:
1. 60%RH, 30°C.
2. Validity period before open: 1 year
3. Validity period after open: 24 accumulated hrs under 60%RH, 30°C.
    Vacuum pack the unused sockets, store under 60%RH, 30°C.
4. Do not bake before SMT.
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